
BUILDING 4076

Building 4076 (formerly bui]ai~a~ W-3 & W-4) was originally constructed as two
separate buildings. W-3 was completed in 1934 and W-4 was completed in 1938.
The space between the two original buildin~ was subsequently filled in with a
wood-fr~mexl structure. In late 1951 this wood-framed in-fill section was removed
and replaced with a 3-bay masonry on concrete foundation in-fill matching the
design and construction of the original two strucrares. The three structures are
now considered one building.

Foundations and floor slabs are concrete. O.Q.M.G. log books indicate the walls
of the two original sections to be concrete with masonry facing. The walls of the in-
fdl addition are 8" masonry tile. The roof of all sections is corrugated metal
supported by steel trusses. Alterations beyond the in-fdl addition are basical~
limited to fd~ng ha some of the freight doors either solid or ~Sth man doors.
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BUILDING 4076

CONDITION SURVEY

I. Repointing needed, particularly at pilasters, seeth, north, west sides. A previous repolnt job
on soeth side has all but completely covered the face of the red day nnlts with a coeti~ of
mortar. Appears to have just ~ainted over~ the old mortar with new.

2. Int~ll freight doors (TI-U orplywood) inappropriate design choice. Outofeharactex.

3. W’mdows: Some chipped paint is lea~ling to sash resting. Numerous broken panes of glass.

4. Downspout on west end addition is eomh,~ apart.

5. Some cast iron foundation vent grilles are missing.

6. South side: Pilaster corners are broken off, probably from tracks.

7. Mortar at window heads on east side deteriorated.

& Foundation at northeast corner:, spalled concrete is exposing rebar.

9. North side at ~ of two buildings: Vertical stress crack, full height.
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BUILDING 4076

MAINTENANCE AND REPAIR NOTES

1. REPOINTING
a. Refer to article on"Brlck Masonry Wall~".
b. Remove all deteriorated mortar and excess mortar on face of clay unit~
c. Clean joints thoro~ly and repoint with new mortar tinted to match existing.
d. Tool j~ to match e~ri.~

2. l[N~TffJ.~’~O FREIGHT DOORS
a. Better solution may have been to des~ infiti panels that replicated ~! door design.

3. WINDOWS
a. Refer to article on "Steel W’mdows’.
b. Remove all loose l~-t and rust by ~,~r,,~ lightly grin~ or sandblas~
c. RepIace broken paues.
d. Prime and repaint.
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DOWNSPOUT

a. Renttach lower end of downspo~ with copper pop-rivets.
b. Solder joint.

CRAWLSPACE VENTS
a. Repla~ with ~ w~r~h~g ex~t;-~ at other loc~on~

dropped into the crawl space.
M~Z grilles may have just

PILASTER CORNERS
a. Replace d~m~cL,~ day units with new or salvaged nnlt’¢ m~tch~,g O~ in size, color

and tea-are.
b. Provide s~eel a~e corner protection at locations next to active loading docks.

WINDOW BEADS

a. Refer to artide on *Brick Masoaty Wall¢ and repoint accorcI~ngty.

SPALLED CONCRETE
a. Rdcx to axticlc on "Concrete’.
b. Chip out concrete all around rebar. Undercut edges.
c_ Clean all rust off st~l.
d. Treat with bonding agent.
e. Patch with new concrete.

STR F-KS CRACKS

a. Consult a preservation structural engineer for analysis and repair procedure.


